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STUDIES OF HUMAN DYNAMIC SPACE 

ORIENTATION USING TECHNIQUES OF CONTROL THEORY 

ABSTRACT 

The Man-Vehicle Laboratory has pursued a wide v a r i e t y  of 

research  areas a s soc ia t ed  wi th  dynamic space o r i e n t a t i o n  during the 

academic yea r  1968-69. It  has i n  add i t ion  been l ed  t o  t h e  consider- 

a t i o n  of s e v e r a l  o t h e r  p r a c t i c a l  ins t rumenta t ion  problems of i n t e r -  

es t  pr imar i ly  t o  medical or a v i a t i o n  f i e l d s ,  b u t  r e l a t e d  t o  t h e  

c e n t r a l  s u b j e c t  of man sens ing  h i s  environment and c o n t r o l l i n g  h i s  

o r i e n t a t i o n  i n  it. Research w a s  c a r r i e d  o u t  by t h i r t e e n  research  

a s s i s t a n t s ,  three graduate  fe l lows ,  a p o s t  d o c t o r a l  research  assoc i -  

a t e ,  and a f u l l  t i m e  research s t a f f  m e m b e r ,  under t h e  superv is ion  of  

Professors  Young and Meiry. S i x  of the  s t u d e n t s  a r e  working toward 

doc to ra l  degrees, t w o  toward eng inee r ' s  degrees  and t h e  remainder 

toward masters degrees.  During t h i s  p a s t  y e a r ,  three masters 

degrees and one degree of engineer  w e r e  awarded based on research 

supported by t h i s  g r a n t .  To p u t  t h e  research sponsored by t h i s  g r a n t  

i n  t h e  contex t  of the  o v e r a l l  l abora tory  e f f o r t ,  the following l i s t  

of the t h i r t y - e i g h t  research t o p i c s  t r e a t e d  during the  p a s t  year  i s  

included. Those t o p i c s  marked w i t h  an asterisk w e r e  supported 

wholly o r  i n  p a r t  from the  s u b j e c t  g ran t .  

A. Manual Control  Modeling" 
1. Adaptive characteristics 
2. Development of an "aided dr iven"  f o r c e  c o n t r o l  

3 .  Separa t ion  of effects of l i n e a r  and angular  motion 
4 .  Multi-loop c h a r a c t e r i s t i c s  and i n s t r h e n t  scanning 

s t i c k  

r u l e s  
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B. 

C.  

D .  

E .  

F. 

G. 

H. 

5. A i r c r a f t  landing and "backside of power curve" 
approach 

Display Research* 
1. Audio l o c a l i z a t i o n  f o r  c o l l i s i o n  warning 
2 .  Pe r spec t ive  g l i d e  s lope  d i sp lay  and eva lua t ion  
3 .  VTOL "bottom window" i n t e g r a t e d  d i sp lay  
4 .  "Anti-vertigo" d i sp lay  
5. 3-D d i sp lay  

Ves t ibu la r  Research 
1. Development of model f o r  adap ta t ion  
2.  Low frequency o t o l i t h  s t i m u l a t i o n  
3 .  Direc t iona l  preponderance i n  semic i r cu la r  cana ls  
4 .  Habjtuat ion t o  r o t a t i n g  environment 
5. Unizied model of  v e s t i b u l a r  funct ion" 

Eye Movements* 
1. S t o c h a s t i c  eye t r ack ing  model 
2.  Visual  v e s t i b u l a r  i n t e r a c t i o n  
3 .  E f f e c t s  of voluntary limb motion ( e f f e r e n t  copy) 

4 .  Nonlinear a spec t s  of compensatory eye movements 
on p u r s u i t  movements 

Cybernetics* 
1. Se l f  reorganizing systems 
2.  "Learning automata" based on phys io logica l  

3 .  On-line i d e n t i f i c a t i o n  
4 .  Circadian rhythms 
5. Information processing i n  human reading 
6.  Speech r ecogn i t ion  

p r i n c i p l e s  

P o s t u r a l  Control  
1. Balance r e f l e x  experiments 
2 .  Neuromuscular models 
3 .  Extravehicu lar  s t a b i l i z a t i o n  from p o s t u r a l  s i g n a l s *  

L i f e  Support  
1. Atmospheres for  s p a c e c r a f t  and ex t r aveh icu la r  

2 .  Contaminant monitoring 
3 .  E f f e c t s  of i o n i z a t i o n  r a d i a t i o n  and magnetic f i e lds  

4. Water recovery systems 
5. Cardiovascular decondi t ioning i n  weight lessness  

a c t i v i t y  

on the  CNS 

Medical Applicat ions 
1. Electromyogram process ing  and d i sp lay  f o r  ortho- 

2. P o s t u r a l  c o n t r o l  d i agnos t i c s  
3 .  Eye movement (nystagmus) processing program 
4 .  I n t r a o c u l a r  p re s su re  measurement 
5 .  D i a b e t e s  d iagnos is  'and insul in-glucose modeling* 

pedic  surgeons * 

B r i e f  d e s c r i p t i o n s  of these p r o j e c t s ,  and abstracts of r e l e v a n t  
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theses and publ icat ions are given in the  remainder of this report. 
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I. MANUAL CONTROL MODELING 

Modeling of  t h e  human operator  i n  h i s  role a s  a p i l o t ,  

p a r t i c u l a r l y  i n  complex multi- loop adapt ive  systems, remains a 

chal lenging and important research  area. W e  have continued some 

of our e a r l i e r  work on adapt ive  models and t h e  e f f e c t s  of motion 

cues,  completed an important  set  of experiments on "aided 

dr iven  f o r c e  con t ro l "  and branched i n t o  t h e  new a r e a  of mul t i -  

loop c h a r a c t e r i s t i c s  and instrument  scanning r u l e s .  

1.1 Manual Adaptive Control  C h a r a c t e r i s t i c s  

The e n t i r e  t o p i c  of modeling man as an adapt ive  c o n t r o l  

element was explored prepara tory  t o  an i n v i t e d  paper by 

L. Young e n t i t l e d  "On Adaptive Manual Control." This paper ,  

t o  be p resen ted  a t  t h e  IEEE-ERS I n t e r n a t i o n a l  Symposium on Man- 

Machine Systems, Cambridge, England, September 1 9 6 9  and publ ished 

i n  Ergonomics, September 1 9 6 9 ,  p o i n t s  o u t  some of t h e  answers 

b u t  many more of t h e  ques t ions  about what information man uses 

i n  h i s  adapt ive  process .  I n  t h e  course of t h i s  research  some 

prel iminary experiments w e r e  c a r r i e d  o u t  by L. R. Young and 

D. Mathur t o  d i sc r imina te  among d i f f e r e n t  schema f o r  manual 

adapt ive con t ro l .  The experimental  s i t u a t i o n  i s  shown schema- 

t i c a l l y  i n  Figure 1. Three t r ack ing  s i t u a t i o n s  w e r e  explored. 

One opera tor  c o n t r o l l e d  a compensatory d i s p l a y  and w a s  asked 

t o  recognize and c o r r e c t  a sudden change i n  p l a n t  dynamics. 

The second ope ra to r  w a s  given t h e  s a m e  s i t u a t i o n  as t h e  f i r s t  

wi th  t h e  except ion t h a t ,  wi thout  h i s  knowledge, h i s  c o n t r o l  

s t i c k  w a s  disconnected and t h e  errar he observed w a s  t h a t  
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generated by t h e  f i r s t  opeyator.  The t h i r d  ope ra to r  merely 

observed t h e  error d i sp lay .  Each i n d i c a t e d  t h e  t i m e  when he 

de tec t ed  a change i n  t h e  p l a n t  dynamics. Whereas t h e  f i r s t  

ope ra to r  could act  as a model r e fe rence  adapt ive  c o n t r o l  system 

based on an i n t e r n a l  model of t h e  p l a n t ,  t h e  second could 

ope ra t e  only on t h e  b a s i s  of an i n t e r n a l  model of t h e  e n t i r e  

forward loop and t h e  t h i r d  could .adapt only on the  b a s i s  of 

e r r o r  p a t t e r n  recogni t ion .  The prel iminary data shows t h a t  t h e  

f i rs t  ope ra to r  has s h o r t e r  d e t e c t i o n  t i m e s  than  t h e  second, and 

both de t ec t ed  t h e  p l a n t  f a i l u r e s  much more r ap id ly  than  t h e  

t h i r d ,  thus  s t rengthening  our  b e l i e f  i n  some type of model 

re ference  c o n t r o l  r a t h e r  than e r r o r  p a t t e r n  recogni t ion  adapt ive  

c o n t r o l .  

The a b s t r a c t  of t h e  paper i s  given below. 

On Adaptive Manual Control  

Laurence R.  Young, S c . D .  
by 

IEEE-ERS I n t e r n a t i o n a l  Symposium on Man-Machine Systems 
Cambridge, England, September 1 9 6 9 ;  

Ergonomics, September 1969  

Abs t rac t  

Experimental  s t u d i e s  and c o n t r o l  d e s c r i p t i o n s  of t h e  human 
ope ra to r  i n  r e c e n t  yea r s  have extended t h e  knowledge of adapt ive  
behavior i n  manual c o n t r o l  from vague g e n e r a l i t i e s  about h i s  
v e r s a t i l i t y  t o  q u a n t i t a t i v e  d e s c r i p t i o n s .  Considerable data 
have been gathered on the  a b i l i t y  of t h e  human t o  adapt  t o  
changes i n  i n p u t  s p e c t r a ,  c o n t r o l l e d  element g a i n ,  p o l a r i t y  and 
dynamics, d i s p l a y  modality,  and t h e  l i m i t s  of c o n t r o l l a b i l i t y  
under a v a r i e t y  of s i t u a t i o n s .  These r e s u l t s  have ind ica t ed  a 
g r e a t e r  adap ta t ion  v e r s a t i l i t y  than expected from s o m e  e a r l i e r  
d e s c r i p t i o n s ,  b u t  have a l s o  poin ted  o u t  s o m e  of t h e  r e s t r i c t e d  
t r a i n i n g  condi t ions  under which t h e  r a p i d  human adapta t ion  may 
be expected t o  be demonstrated.  
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When it comes t o  expla in ing  how the human manages h i s  re- 
markable adap ta t ion  a b i l i t i e s ,  l e x p r o g r e s s  has been made. 
Improvement i n  t h e  techniques f o r  dynamic measurement of t h e  
adapt ive process  have been h e l p f u l  i n  t h i s  regard bu t  s t i l l  
f a l l  s h o r t  of what is  requi red  t o  observe the change i n  c o n t r o l  
l a w .  Some appeal ing suggest ions f o r  d e t e c t i o n  models, model 
re ference  c o n t r o l  analogs and s t a t i s t i ca l  dec i s ion  theory pat-  
t e r n  r ecogn i t ion  algori thms have been p u t  f o r t h  b u t  are i n  no 
sense  "proven." Pr imar i ly  as a r e s u l t  of t h e  measurement 
l i m i t a t i o n  and the  lack of s u f f i c i e n t  knowledge about adapt ive  
c o n t r o l  systems i n  gene ra l ,  the development of models f o r  human 
adapt ive  c o n t r o l  has been l i m i t e d  t o  gene ra l  "schema" a t  t h i s  
t i m e .  

Guidance i n  t h e  performance of our experiments on manual 

adapt ive c o n t r o l  was given by D r .  A n i 1  V. Phatak, who spen t  

the  year  a s  a Research Associate  i n  our labora tory .  D r .  Phatak 

i n  conjunct ion wi th  D r .  George Bekey of t h e  Universi ty  of 

Southern C a l i f o r n i a ,  wrote a paper e n t i t l e d  "Decision Processes 

i n  t h e  Adaptive Behavior of Human Con t ro l l e r s  , ' I  which w a s  

presented a t  t he  F i f t h  Annual Conference on Manual Control ,  

March 1 9 6 9 ,  and i s  t o  appear i n  the  IEEE Systems Science and 

Cybernetic t r a n s a c t i o n s ,  October-1969. This paper w a s  based on 

research  performed a t  t h e  Universi ty  of Southern C a l i f o r n i a  l a s t  

year .  

1 . 2  Development of an " A i d e d  Driven" Force Control  S t i c k  

T h e  use of a fo rce  c o n t r o l  s t i c k  has been of growing 

i n t e r e s t  f o r  a number of a p p l i c a t i o n s  inc luding  the  c o n t r o l  of 

uns tab le  veh ic l e s ,  t h e  l i n k i n g  of a human p i l o t  t o  an auto- 

p i l o t ,  and c o n t r o l  under severe  v i b r a t i o n  and high g environ- 

ments. W e  have concentrated on ways of using a servo-driven 

force c o n t r o l  s t i c k  f o r  s t a b i l i t y  augmentation w h i l e  r e t a i n i n g  

the  r e l i a b i l i t y  a s soc ia t ed  wi th  having the  human d i r e c t l y  i n  

the  c o n t r o l l o o p .  T h e  development and t e s t i n g  of t he  system 

was the  t o p i c  of an eng inee r ' s  thesis w r i t t e n  by Major P h i l i p  
6 



Noggle, t h e  a b s t r a c t  of which i s  given below. 

Manual Control, of Unstable Vehicle  
Using Kines the t i c  Cues 

bv 
P h i l i p  L: Noggle 

Engineer of Aeronautics and Ast ronaut ics  
Thes is ,  March 1 9 6 9  

Abstract 

A c o n t r o l  s t i c k  w a s  constructed.which sensed t h e  ope ra to r ' s  
force b u t  moved only i n  response t o  an e x t e r n a l  e l e c t r i c a l  
s i g n a l ,  g iv ing  the ope ra to r  k i n e s t h e t i c  cues.  F i r s t  and second 
o rde r  p l a n t s  w e r e  used i n  experiments which compared human 
ope ra to r s '  a b i l i t y  t o  c o n t r o l  i n s t a b i l i t i e s  with t h e  fo rce  sens- 
ing  s t i c k  f i x e d ,  dr iven  by p l a n t  p o s i t i o n ,  and dr iven  by p l a n t  
ve loc i ty .  Great  improvement i n  human c o n t r o l  c a p a b i l i t y  w e r e  
found i n  c o n t r o l l i n g  f i r s t  o rde r  p l a n t s  w i th  t h e  s t i c k  dr iven  
by p l a n t  p o s i t i o n  and i n  c o n t r o l l i n g  second order  p l a n t s  w i t h  
the s t i c k  dr iven  by p l a n t  v e l o c i t y .  The l a r g e  improvement 
was due t o  a reduct ion  i n  l ead  requi red  of t h e  opera tor  and a 
reduct ion  i n  ope ra to r  delay t i m e .  The necess i ty  f o r  lead w a s  
reduced by providing t h e  opera tor  w i t h  a s i g n a l ,  i n  t h e  form of 
s t i c k  motion, w i t h  the proper phase f o r  s t a b i l i z a t i o n .  The 
delay t i m e  w a s  reduced by enabl ing t h e  opera tor  t o  t ransmi t  
t he  s t a b i l i z i n g  s i g n a l  t o  the p l a n t  by s t i c k  r e a c t i o n  fo rces  
determined by muscle t ens ing  i n s t e a d  of voluntary ac t ion .  

1 . 3  Separa t ion  of E f f e c t s  of Linear  and Angular Motion Cues 
On t h e  Human O D e r a t o r  

A major phase of our research on the  q u a n t i t a t i v e  e f f e c t  

of motion cues on manual c o n t r o l  has been brought t o  a c l o s e  

by the  success fu l  completion of two p r o j e c t s .  T h e  theses of 

Richard S h i r l e y  and Peter Dinsdale on r o l l  motion cues and 

t h e  d i f f e r e n t i a l  e f f e c t  of r o l l  and yaw motion c u e s ,  respec- 

t i v e l y ,  w e r e  summarized i n  a previous s t a t u s  r e p o r t .  During 

t h e  c u r r e n t  r epor t ing  pe r iod ,  two papers based on t h i s  work 

w e r e  presented.  The abstracts a r e  given below. 
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Motion Cues i n  Man-Vehicle Control  
- 

E f f e c t s  of Roll-Motion Cues on Human Opera tor ' s  Behavior i n  
Compensatory Systems wi th  Disturbance Inputs  

R. S h i r l e y  and L. Young 
by 

IEEE Transact ions on Man-Machine Systems 
V o l ,  MMS-9, No. 4, December 1968 

Abs t rac t  

T h e  human o p e r a t o r ' s  use of roll-motion cues i s  i n v e s t i -  
gated f o r  man-vehicle c o n t r o l  i n  a compensatory t r ack ing  t a s k  
w i t h  a d i s turbance  inpu t .  Extensive d a t a  f o r  t h e  human opera- 
t o r ' s  desc r ib ing  func t ion  a r e  taken f o r  a w i d e  range of veh ic l e  
dynamics under condi t ions  of v i s u a l  cues only ,  roll-motion cues  
only,  and simultaneous v i s u a l  and roll-motion cues.  Addition 
of roll-motion cues t o  v i s u a l  cues permits t h e  human ope ra to r  
t o  inc rease  h i s  phase l ead  a t  f requencies  above 3 rad/s. This 
allows h i m  t o  i n c r e a s e  the  system open-loop ga in  without  a 
loss of system s t a b i l i t y ,  and thus t o  reduce t h e  system track- 
i n g  e r r o r .  Experimental r e s u l t s  i n d i c a t e  t h a t  i n  a compensa- 
t o ry  system with a d i s turbance  i n p u t ,  any condi t ion  i n  which 
a d d i t i o n a l  human ope ra to r  lead a t  f requencies  above 3 rad/s 
would be u s e f u l  i s  a condi t ion  i n  which roll-motion cues 
would a id .  

Contr ibut ions of R o l l  and Yaw 
Motion Cues i n  Manual Control  

L. R.  Young and P.  B .  Dinsdale 
by 

F i f t h  Annual NASA-University Conference on 
Manual Control ,  M.I .T . ,  March 1 9 6 9  

Abs t rac t  

Previous communications concerning the  e f f e c t s  of r o l l  
motion cues on p i l o t  c h a r a c t e r i s t i c s  emphasized t h e  i n c r e a s e  
i n  l o w  frequency ga in  and t h e  phase l ead  con t r ibu ted  a t  high- 
er frequencies .  To determine t h e  r e l a t i v e  con t r ibu t ions  of 
s e m i c i r c u l a r  cana l  and o t o l i t h  responses ,  experiments w e r e  
performed i n  yaw and r o l l  c o n t r o l  of a K/s2 v e h i c l e  on a 
moving base r o t a t i o n  s imula tor .  Comparison of human ope ra to r  
desc r ib ing  func t ions  shows t h a t  r o t a t i o n  w i t h  r e s p e c t  t o  t h e  
g vec to r  ( r o l l )  leads t o  h igher  ga in  than r o t a t i o n  i n  a ho r i -  
zon ta l  p lane ,  although no s i g n i f i c a n t  d i f f e r e n c e  i n  phase l a g  
appears.  
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1.4 Mult ip le  Loop Characterist ics and Instrument Scanning Rule 

I n  t h e  i n c r e a s i n g  l i t e r a t u r e  on multi- loop and mult i -axis  

systems, t h e  assumption i s  gene ra l ly  m a d e  t h a t  t h e  p i l o t  

rece ives  information from his  d i s p l a y s ( b e  they i n t e g r a t e d  or  

sepa ra t ed )  on a continuous b a s i s .  I n  .only a f e w  s t u d i e s  does 

t h e  discont inuous sampling behavior e x h i b i t e d  by the human 

ope ra to r  come to t h e  f o r e ;  and f o r  t h e s e  s i t u a t i o n s  a p e r i o d i c  

switching hypothesis  which p r e d i c t s  t h e  number of f i x a t i o n s  o r  

t he  amount of t i m e  spen t  on each d i sp lay  i s  used. I n  a new 

study i n  our l abora to ry ,  N .  Goto i n v e s t i g a t e d  a n a l y t i c a l l y  and 

experimental ly  t h e  o p e r a t o r ' s  sampling s t r a t e g y  i n  dec ia ing  when 

t o  look away f r o m  one d i sp lay  and observe a second one i n  a 

coupled multi- loop t r ack ing  task.  A switching hypothesis  l ed  

t o  a scanning r u l e  which p r e d i c t s  t h e  length  of t i m e  a s u b j e c t  

spends on each d i sp lay  and the t i m e s  a t  which he switches from 

one d i sp lay  t o  t h e  other ,  based upon the  observed s t a t e  of t h e  

system and i t s  p red ic t ed  s t a t e  during a succeeding f i x a t i o n .  

T h e  p a r t i c u l a r  a p p l i c a t i o n  chosen f o r  t h i s  s tudy was t h e  prob- 

l e m  of a i r c r a f t  landing on the  back side of t h e  power curve i n  

which the  p i l o t  c o n t r o l s  a l t i t u d e  d e v i a t i o n  from the g l i d e  

s lope  and a i r  speed by means of two c o n t r o l s ,  t h e  t h r o t t l e  and 

the e l e v a t o r .  T h i s  work i s  repor ted  i n  f u l l  i n  a forthcoming 

l abora to ry  r e p o r t ,  the  a b s t r a c t  of which is  given below. 
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An Experiment on the Human .Operator 's  
Scanning Rule f o r  Two Displays 

Nor ih i ro  G o t o  
by 

Abstract 

An experiment was conducted t o  investigate the  scanning 
r u l e  and c o n t r o l  c h a r a c t e r i s t i c s  of t h e  human opera tor  i n  a 
multi- loop t a sk .  

T h e  t a s k  was t h a t  of c o n t r o l l i n g  the  g l i d e  s l o p e  i n  a 
landing approach condi t ion.  T h e  ope ra to r  w a s  g iven two separ-  
a t e l y  loca ted  d i s p l a y s ,  g l i d e  s l o p e  i n d i c a t o r  and a i r  speed 
i n d i c a t o r .  

T h e  human o p e r a t o r ' s  eye movements w e r e  measured a s  w e l l  
as  t h e  a c t u a l  ou tput  d a t a  and performance i n  terms of mean- 
squared e r r o r  and mean-squared c o n t r o l  movements. 

T h e  human o p e r a t o r ' s  scanning r u l e  w a s  found t o  be n e i t h e r  
pe r iod ic  nor  cons tan t .  T h e  human opera tor  se t  h i s  permiss ib le  
e r r o r  region i n  each i n d i c a t o r  and c o n t r o l l e d  t h e  system i n  
reference t o  t h e  permiss ib le  e r r o r  region.  

The human o p e r a t o r ' s  c o n t r o l  c h a r a c t e r i s t i c s  w e r e  such 
t h a t  he t r ied  t o  maintain the  performance of t h e  command loop 
by changing h i s  c o n t r o l  technique. Task d i f f i c u l t y  was shown 
most c l e a r l y  i n  c o n t r o l  movements. 

11. D I S P L A Y  RESEARCH 

Over the p a s t  two y e a r s ,  w e  have devoted an inc reas ing  

amount of our  e f f o r t  t o  r e sea rch  i n  d i sp l ays  f o r  c u r r e n t  and 

f u t u r e  v e h i c l e s ,  emphasizing basic s t u d i e s  of t h e  e s s e n t i a l  

f e a t u r e s  of d i sp l ays  which enable  a P i l o t  t o  sense  h i s  or ien-  

. t a t i o n  wi th  r e s p e c t  t o  t h e  e a r t h  and wi th  r e s p e c t  t o  o t h e r  

obs t ac l e s  i n  t h e  environment. The p r a c t i c a l  a p p l i c a t i o n  of 

most of t h i s  d i sp l ay  research  is  i n  t h e  area or  a i r c r a f t  

rather than  s p a c e c r a f t ,  e s p e c i a l l y  gene ra l  a v i a t i o n  and VTOL. 
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2.1 Displays for Pilot Warning Indicators (PWI) 

We have been concerned with the problem of localizing 

other objects in the airspace without distracting the private 

pilot from his primary task o€ maintaining control of his air- 

plane. Our discussions with NASA Electronics Research Center 

about their optical PWI program have emphasized to us the need 

for development of a warning indicating system which clearly 

informs the pilot as to other aircraft in the area which may be 

on a collision course, assists, and yet does not involve an 

excessive amount of cross checking between visual search and 

instrument readings. Several types of heads-up displays are 

being considered, and in particular we plan to investigate the 

combination of audio-visual localization using our Link GAT-1 

as a test bed. A small grant from NASA ERC will support our 

research in this area (NGR 22-009-444) .  

2,2 Perspective Glide Slope Display and Evaluation 

A natural outgrowth of our earlier work on perspective and 

three dimensional displays is an application to the aircraft 

landing situation. A new form of contact analog display using 

perspective vertical bars for glide slope indication is under 

development and evaluation by Noel Van Houtte as part of his 

doctoral thesis. The display and the method of evaluation are 

designed to emphasize the ease of learning to land a tilt-en- 

gine VTOL on different steepness glide slopes. 

MY. Van Houtte's present work will integrate several as- 

pects of display information, pilot performance and handling 

of V/STOL aircraft from cruise to final touchdown, including 

transition, hover and landing. 

11 



The purpose of the study is an evaluation of display infor- 

mation presentation and human pilot performance, It concentrates 

on a novel contact analog display (perspective view of runway 

or landing site and glide path). The investigation of the dis- 

play will examine: 

1.a. information available in a perspective display, 

giving the pilot a real outside world picture of runway and 

transition path. 

b. examination of the display elements, each giving some 

information, e.g. - horizon for roll cue 
- intensity for depth cue 

c. examination of components used for integrated dis- 

play, superimposed on the contact analog display, 

e.g. - angle of attack 
- velocity vector 

d. other display parameters, such as 

effect of screen size 

.- display gain 
2.a. pilot performance while landing, using a compensatory 

display overcoming common optical illusions 

b. ability of pilot to get familiar with a given display 

(learning curve for that display) 

The basis for analysis of this portion is a measure of integrat- 

ed weighted deviation from desired path. This figure will be 

plotted as history of the number of trials. The number of 

trials will be determined by the asymptote of the learning 

curve, i,e. steady state in the performance. 

3 .  The piloting technique for controlling the aircraft in 

the different phases of landing. A study of the pilot describing 
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functian will be done for the variables of interest. The 

quantities which will be recorded and will be available for 

study are: forward speed, rate of climb, angle of attack, 

position, attitude, thrust, engine tilt angle. 

4. Work load measurements will be done by giving the pilot 

a secondary task. This task will be either an arithmetic task 

or a test for alertness. 

Certain aspects have been studied in a limited sense. 

Integrated displays, containing the state of many variables 

have been tested, and were compared with pilots' comments. 

The tendency has been to 'improves the picture by adding more 

and more 'available' information with the result of a cluttered 

map. Effects of adding this information in a more convenient 

way have also been studied: scales at the sides and bottom 

of the contact analog display, moving pointers along these 

scales, and finally stationary pointers with moving tapes. 

Furthermore, studies have been carried out for evaluation 

of director symbols, display alteration and presentation of 

secondary flight information. 

Work Plan 

The main point of interest is the quality of information 

transfer to the pilot about the actual situation of the flight: 

state variables for the aircraft. This study will examine the 

display and pilot transfer function as a whole, 

The pilot will be presented with a display, representing 

a runway and prescribed glide path. To add other "necessary" 

information: poles will be drawn to give the impression of 

velocity, the horizon will give roll information, intensity 
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modulation as well as size and perspective provides range 

information. 

One of the fundamental problems in a VTOL integrated 

display is a combination of the vertical plane information 

(artificial horizon) with the horizontal situation indication. 

A new approach to this problem is the subject of the research 

of Major Gordon Kemp, CAF, who is developing a "bottom window" 

VTOL display in which pitch and roll are indicated by projec- 

tions of aircraft planes on the ground plane, This display is 

being simulated and evaluated on the Adage AGT-30 display 

computer in the M.I.T. Electronic Systems Laboratory. 

As shown in Figure 2, the display is basically an inside- 

out "bottom window view" with the face of the display mounted 

horizontally. The C.R.T. displays a grid painted on the ground. 

The grid moves aft along the display face to indicate forward 

velocity ana sideways to indicate sideslip. 

i s  indicated by decreasing grid size as compared to a reference 

square or "window" which is drawn on the lower half of the 

display face. 

size, the aircraft is at zero altitude, 

grid is at the center of the window. 

(e.g, landing sites) will be marked on the grid with a predic- 

tion line showing computed future position. Eieading will be 

displayea alpha-numerically at the top of the display with a 

prediction line showing computed future heading. 

Increasing altitude 

When the grid size is identical to the window 

The origin of the 

Locations of interest 

The attitude display will not be the normal horizon line 

type display but rather will show the direction of the z axis 
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of the aircraft. Thus roll will be indicated by displacement 

of a force and aft line on the screen and pitch by displacement 

of a lateral line. When the aircraft is straight and level, 

the intersection of the two lines will be in the center of the 

screen. Predicted pitch and roll will be indicated by a line 

emanating from the intersection of the pitch and roll lines. 

The prediction times for the attitude indications will be 

different from the prediction times for lateral indications but 

both will be computed using a much simplified set of equations 

as compared to the equations which will be used for the vehicle 

dynamics simulation. 

2.4 Anti-Vertigo Display 

In recent months, laboratory efforts to develop valid math- 

ematical models for the semicircular cansls and otoliths using 

the techniques of control theory have been reviewed in an attempt 

to define and investigate the etiology of vertigo, and the 

interaction between visual and vestibular motion cue inputs. We 

conclude that a conflict arises as a man attempts subconsciously 

to continue the process of establishing a conception of his 

dynamic orientation in space in the presence of contradictory 

visual and vestibular cues. 

Our research in developing a "psuedo-stable" peripheral 

display to reduce the onset of vertigo under unusual motion 

was reviewed in a previous status report. The basic idea was 

to create a moving peripheral display which would appear to 

the subject viewing it as consistent with the motion he senses 

through the stimulation of his vestibular system, and thus 

eliminate the visual vestibular conflict so important in the 
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onse t  of v e r t i g o .  The prototype d i sp lay  w a s  cons t ruc ted  and 

tested f o r  one-axis s t imu la t ion  as p a r t  of t h e  master's thesis 

of Charles M. Oman. 

Experiments w e r e  undertaken t o  i n v e s t i g a t e  v i s u a l  and 

v e s t i b u l a r  motion cue i n t e r a c t i o n .  The l a b o r a t o r y ' s  r o t a t i n g  

c h a i r  was modified t o  inc lude  a r o t a t i n g  drum p r o j e c t o r  t o  

produce a moving s t r i p e  d i sp lay  on a sc reen  i n s i d e  t h e  cab. 

Subjec ts  w e r e  s ea t ed  i n  t h e  c losed  cab and s t imu la t ed  so as t o  

experience a simple form of v e r t i g o ,  "dizzyness" ,  which r e s u l t s  

from l i n g e r i n g  sensa t ion  of r o t a t i o n  a f t e r  a c e s s a t i o n  of 

7 

angular  v e l o c i t y .  A non-rational-parameter computer model f o r  

human v e s t i b u l a r  response t o  angular  a c c e l e r a t i o n  i n  a horizon- 

t a l  p lane  was used t o  c o n t r o l  the  moving b a r  d i s p l a y ,  thus 

c r e a t i n g  a v i s u a l  i n p u t  which could be made t o  agree or t o  

d i sag ree  w i t h  t h e  theoretical s u b j e c t i v e  sensa t ion  of motion 

r e l a t i v e  t o  the  ou t s ide  w o r l d .  

Prel iminary experiments involv ing  f o u r  types of tests on 

f i v e  subjects.  w e r e  performed. Subjec ts  w e r e  asked t o  i n d i c a t e  

t h e  onse t  of s ensa t ion  of r o t a t i o n  i n  a given d i r e c t i o n  by 

pushing a b i - d i r e c t i o n a l  switch,  and t o  signal each n ine ty  

degrees of subsequent r o t a t i o n  i n  t h a t  p a r t i c u l a r  d i r e c t i o n .  

I n  add i t ion ,  subjects w e r e  t o l d  t o  i n d i c a t e  d i r e c t l y  when they 

f e l t  confused i n  t h a t  they could no longer  determine t h e i r  

angular  v e l o c i t y .  N o  confusion w a s  repor ted  when t h e  d i sp lay  

was d r iven  so t h a t  t h e  v i s u a l  cue w a s  sympathetic t o  t h e  theor-  

e t ica l  s u b j e c t i v e  angular  v e l o c i t y  p r o f i l e ,  even though it 

w a s  n o t  i d e n t i c a l  with t h e  a c t u a l  c h a i r  v e l o c i t y .  However, 

every s u b j e c t  repor ted  confusion e i ther  when the  d i sp lay  was 

an t i - sympathe t ica l ly  d r iven  or when t h e  v i s u a l  i n p u t  w a s  d r iven  
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so t h a t  i t  w a s  s t a b i l i z e d  wi th  he  o u t s i d e  world. 

The appare iminary experiments i n  

t h e  s i  ax cou k t o  t h e  

m o r e  

reasonable  fee 

i l y  o r  i n v o l u n t a r i l y  c o n t r o l  t h e  d i s p l a y  i n  order t 

v e r t i g o  o r  motion s i ckness .  

2 . 5  3-D Display 

Most of t h e  o r i g i n a l  3-D d i s p l a y  program w a s  concluded by 

t h e  beginning of t h i s  r e p o r t i n g  pe r iod ,  having explored t h e  

f u l l  range of depth cues which could be made a v a i l a b l e  using 

a s i n g l e  cue and t h e  k i n e t i c  depth e f f e c t ,  h idden-l ine 

removal, b r i g h t n e s s  v a r i a t i o n ,  and pe r spec t ive .  Any more 

complex d i s p l a y  of t h i s  type  inc lud ing  t h e  use  of i n t e rpos -  

i t i o n  would no t  be  p o s s i b l e  on our  hybr id  computer while  r e t a i n -  

i n g  real-time f l i c k e r - f r e e  ope ra t ion .  Consequently, our  f u t u r e  

3-D d i s p l a y  research i s  being s h i f t e d  t o  t h e  Adage AGT-30 

computer. The VTOL bottom window d i s p l a y ,  r e f e r r e d  t o  above, 

i s  one of t h e s e  a p p l i c a t i o n s .  

The t h r e e  preyious areas, 3-D d i s p l a y ,  VTOL bottom 

window d i s p l a y ,  and t h e  a n t i - v e r t i g o  d i s p l a y  w e r e  summarized 

i n  a paper presented  t o  t h e  F i f t h  Annual NASA Univers i ty  

Conference on Manual Cont ro l ,  M.I.T., March 1969 and scheduled 

f o r  p u b l i c a t i o n  i n  t h e  NASA s p e c i a l  p u b l i c a t i o n  on t h i s  meeting. 

The abstract of t h a t  paper i s  g iven  below. 
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Three Display Techniques a t  t h e  
Man-Vehicle Laboratory 

Laurence R .  Young, Charles  M. Oman, Robert M. Vircks 
Noel A. J .  Van H o u t t e ,  and Gordon G. Kemp 

by 

F i f t h  Annual NASA-University Conference on 
Manual Cont ro l ,  M.I .T. ,  March 1969 

Abs t rac t  

Three d i s p l a y  techniques designed t o  reduce rr,an's uncer- 
t a i n t y  about h i s  s p a t i a l  o r i e n t a t i o n  are presented:  

1) A 3-D d i s p l a y  system i s  descr ibed  i n  which a s imple 
computer genera ted  C.R.T.  c o n t a c t  analog system i s  c o n t r o l l e d  
by movement of t h e  obse rves ' s  head, as w e l l  as by v e h i c l e  
motion. 

2 )  A p ro to type  VTOL guidance and c o n t r o l  d i s p l a y  is  being 
developed. A l l  a t t i t u d e  and guidance cues are presented  on 
an i n t e g r a t e d  h o r i z o n t a l  s i t u a t i o n  d i s p l a y  i n  which p i t c h  and 
r o l l  angles  appear as v e h i c l e  a x i s  p r o j e c t i o n s ,  and p r e d i c t i v e  
d i s p l a y  of a t t i t u d e  and p o s i t i o n  i s  used. 

3 )  An "Anti-Vertigo" r e sea rch  d i s p l a y  i s  being developed i n  
which v i s u a l - v e s t i b u l a r  c o n f l i c t  i s  reduced by d r i v i n g  a 
r o t a t i n g  v i s u a l  f i e l d  a t  rates determined by a mathematical 
model f o r  v e s t i b u l a r  func t ion .  
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111. VESTIBULAR RESEARCH 

Research on t h e  func t ioning  and importance of t h e  v e s t i -  

b u l a r  system cont inues t o  be  c e n t r a l  t o  t h e  labora tory  and 

t o  t h e  research  on t h i s  g r a n t  i n  t h e  area of dynamic spa- 

t i a l  o r i e n t a t i o n .  Our v e s t i b u l a r  r e sea rch  e f f o r t  f a l l s  

under t h e  fol lowing broad areas: 

1. q u a n t i t a t i v e  dynamic modeling of v e s t i b u l a r  func- 

t i o n ,  inc luding  responses t o  l i n e a r  and angular  accelera-  

t i o n  and t h e  i n t e r a c t i o n  with v i s u a l  s t i m u l i  

2 .  behaviora l  c o r r e l a t e s  of v e s t i b u l a r  responses,  

i .e.  t h e  effects of motion cues on p i l o t ' s  performance and 

v e r t i g o  

3 .  t h e  underlying phys io log ica l  and neurophysiological  

mechanisms respons ib le  for  observed and modeled v e s t i b u l a r  

responses 

4. c l i n i c a l  a p p l i c a t i o n s  of our research  on v e s t i b u l a r  

func t ion .  

3 . 1  Development of a Model f o r  Adaptation t o  Sus t a in  S e m i -  
C i r c u l a r  Canal S t imula t ion  

A i r c r a f t  and e s p e c i a l l y  spacec ra f t  permit sub jec t s  t o  

experience sus t a ined  angular  v e l o c i t i e s  and even sus t a ined  

angular  a c c e l e r a t i o n s  of t h e  type  which w e r e  no t  normally 

explored i n  e a r l y  labora tory  s t u d i e s .  Our research  on t h e  

adapta t ion  p r e s e n t  i n  a s s o c i a t i o n  w i t h  h o r i z o n t a l  semi-circu- 

l a r  cana l  s t imu la t ion  l e d  t o  a r e v i s i o n  of 

second o rde r  desc r ip t ion .  The r e s u l t s  are 

t h e  c l a s s i c a l  

summarized i n  a 



paper accepted for publication in Aerospace Medicine, the 

abstract of which appears below. 

A Model for Vestibular Adaptation 
To Horizontal Rotation 

by 
Laurence R. Young, Sc.D. 
Charles M. Oman, S.M. 

Abstract 
- - .  . 

Short-term adaptation effects are seen in subjective sen- 
sation of rotation and vestibular nystagmus. The mathematical 
model for semicircular canal function is improved by the addi- 
tion of two adaptation terms (approximately one-half minute 
time constant for sensation and two minute time constant for 
nystagmus) to the overdamped second order description, Adapta- 
tion is represented as a shift of reference level based on the 
recent history of cupula displacement. This model accounts for 
the differences in time constants between nystagmus and subjec- 
tive cupulograms, secondary nystagmus, and decreased sensitivity 
to prolonged acceleration. 

3.2 Low Frequency Otolith Stimulation 

We have attempted to extend the body of data on low fre- 

quency sinusoidal stimulation of the linear acceleration sen- 

sors to below our previous limit of 0.1 rad/sec, which repre- 

sented the limitation on the thirty-two foot length of our ac- 

celeration track, In a series of experiments conducted by 

Lonnie C .  Von Renner subjects were oscillated at very low fre- 

quencies about the roll axis in our NE-2 simulator in an attempt 

to introduce sinusoidal stimulation to the y-axis of the oto- 

liths while maintaining the angular acceleration and angular 

velocities below canal thresholds. Although the subjective 

phase lag data (phase of subject's indication of velocity re- 

versal with respect to actual velocity reversal) did indeed 
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show the low frequency phase peak predicted by the model, the 

data did not overlap or tie in with the previous experimental 

data taken on the linear acceleration cart. A number of pos- 

sible explanations for this phenomenon have been considered, 

including the non-uniformity of the NE-2 rotation and the in- 

herent canal stimulation associated with a rotating specific 

force vector. We plan to repeat these experiments with the 

smoother control in the new Link GAT-1 simulator. Further de- 

tails of this experiment aregiven in the June 1 9 6 9  status re- 

port on NASA grant NGR 22-009-156,  which concentrates on the 

biophysical vestibular studies in our laboratory. 

3 . 3  Directional Preponderance of the Semicircular Canal 

The directional preponderance associated withthe semicir- 

cular canal indicates the direction and magnitude of spin that 

a subject "feels" in the absence of any average angular velocity. 

The nature of this directional preponderance is of considerable 

interest clinically and in screening and matching certain dy- 

namic displays to individual pilots. We explored a "natural 

s t imula t ion"psychophys ica1  method as an alternative to the 

caloric testing usually used for directional preponderance stud- 

ies. Seven subjects were tested in our servo-driven single axis 

yaw chair (subject to zero mean random disturbances.) Subjects 

all had eyes open in the dark. They tried to control the chair 

to keep it stationary while we recorded tAe resulting drift of 

the chair in one direction or the other. In the experiments 

conducted by Mr. Pitambar Mirchandani all subjects showed a 

tendency to rotate in a preferred direction without being aware 
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of t h i s  fact .  Of t h e  seven s u b j e c t s  tested, t h r e e  always 

d r i f t e d  i n  one p r e f e r r e d  d i r e c t i o n  and t h e  rest d r i f t e d  i n  

a p r e f e r r e d  d i r e c t i o n  a t  least  e igh ty  pe r  c e n t  of  t h e  t i m e .  

I t  w a s  f u r t h e r  no t iced  t h a t  each s u b j e c t  tended t o  d r i f t  i n  

h i s  p re fe r r ed  d i r e c t i o n  a t  an approximately cons t an t  angular  

acce le ra t ion .  The mean average of angular  a c c e l e r a t i o n  of 

t h e  s u b j e c t s  i n  t h e i r  p r e f e r r e d  d i r e c t i o n  of r o t a t i o n  w a s  

0 . 1 6  rad /sec2 .  

i b u l a r  examination by D r .  A .  D .  Weiss of t h e  Massachusetts Eye 

and Ear Inf i rmary.  The "reduced v e s t i b u l a r  response" ( sens i -  

t i v i t y  of one ear as compared t o  t h e  o t h e r  on t h e  basis of 

c a l o r i c  responses) w e r e  obtained with eyes open and eyes 

The s u b j e c t s  w e r e  a l s o  given a thorough ves t -  

c losed.  The c l i n i c a l  d i r e c t i o n a l  preponderance (preponderance 

i n  one d i r e c t i o n  of nystagmus as compared t o  t h e  o t h e r  direc- 

t i o n )  i n  du ra t ion  and s l o w  phase v e l o c i t y ,  of t h e  s u b j e c t s  w e r e  

also c a l c u l a t e d ,  both with eyes closed and w i t h  eyes opened. 

Although high c o r r e l a t i o n  w a s  no t  observed between D r .  

Weiss' tests and those  run on t h e  r o t a t i n g  c h a i r ,  t h e r e  seemed 

t o  be s i g n i f i c a n t  b inary  c o r r e l a t i o n  between t h e  reduced 

v e s t i b u l a r  response,  wi th  eyes opened, and t h e  d i r e c t i o n a l  

preponderance a s  measured wi th  t h e  r o t a t i n g  c h a i r .  Five of  

t h e  s i x  s u b j e c t s  t e s t e d  by D r .  Weiss showed reduced v e s t i b u l a r  

response i n  t h e  ear corresponding t o  t h e  p r e f e r r e d  d i r e c t i o n  

of r o t a t i o n .  This would mean t h a t  t h e  s u b j e c t s  whose l e f t  

ear w a s  more s e n s i t i v e  t o  c a l o r i c  t e s t i n g  usua l ly  tended t o  

d r i f t  t o  t h e  l e f t .  
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Fur the r  tests are e s s e n t i a l  be fo re  more in fe rences  can 

be made. O t h e r  tests must be  conducted which would d i s t i n g u i s h  

whether t h e  b i a s  w a s  psychological  o r  phys io logica l  i n  na tu re .  

Once t h e  cause of t h e  b i a s  has been e s t a b l i s h e d  our  method of 

t e s t i n g  subjects may also prove t o  be a u s e f u l  d i a g n o s t i c  

t o o l  even though it may no t  d i f f e r e n t i a t e  between s e n s i t i v i t y  

i n  t h e  two ears. 

3 . 4  Habituat ion t o  a Rotat ing Environment 

Having made s i g n i f i c a n t  progress  i n  modeling a t  least  

one of t h e  adap ta t ion  phases of v e s t i b u l a r  response,  w e  be- 

gan t o  consider  t h e  more chal lenging problem of hab i tua t ion  

t o  s p e c i f i c  o r  gene ra l  classes of motion s t i m u l i .  

of hab i tua t ion  t o  be  considered eventua l ly  include the  p i l o t ' s  

a b i l i t y  t o  s u b j e c t i v e l y  ignore and i n  f a c t  t o  i n h i b i t  nystag- 

mus as a r e s u l t  of motion, the  "sea  legs"  phenomenon, t h e  

s k a t e r ' s  o r  a c r o b a t ' s  h a b i t u a t i o n  t o  "b i za r r e  s t imula t ion"  such 

as  i s  experienced i n  moving about i n  a r o t a t i n g  spacec ra f t  or 

The kinds 

hab i tua t ing  t o  the  long-term weight less  condi t ion .  There is a 

r e l a t i v e  pauc i ty  of f i rm d a t a  i n  these  a reas  and t h e  performance 

of experiments i s  d i f f i c u l t .  Nevertheless ,  using behavioral  

tests on human s u b j e c t s ,  e s p e c i a l l y  t h e  r e s u l t s  of D r .  A .  Gray- 

b ie l ' s  s l o w  r o t a t i n g  room experiments a t  Pensacola,  and a num- 

b e r  of f i n e  h a b i t u a t i o n  experiments on nystagmus i n  c a t s ,  w e  

hope t o  be a b l e  t o  develop a theory f o r  hab i tua t ion  of v e s t i -  

b u l a r  responses which w i l l  a t  least  allow p red ic t ion  of dis- 

o r i e n t i n g  s i t u a t i o n s .  Our b a s i c  not ion  a t  t h e  moment c o n s i s t s  

of a model f o r  hab i tua t ion  which involves  an i n t e r n a l i z e d  mod- 

e l  of t h e  environment a g a i n s t  which a l l  v e s t i b u l a r  responses 

a r e  compared, w i th  only dev ia t ions  from t h e  expected s t i m u l i  

t ransmi t ted .  

> .  
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- 3.5  Unified Model of Vestibular Function 

Our total modeling effort of vestibular function is 

aimed at a unified input-output model which will be able to 

relate any combination of specific force and angular acceler- 

ation, with or without visual stimuli, to perception of orien- 

tation and nystagmus. Although considerable success has been 

had in the semicircular canal modeling, and to a lesser ex- 

tent in the otolith, we are just beginning to understand some 

of the cross coupling effects between these angular and linear 

acceleration sensing channels, and are at the very beginning 

of the visual-vestibular interaction problem, The status of 

vestibular models from the point of view of a unified model 

was reviewed in a series of papers of varying lengths given 

during the past year. The most complete of these was "On 

Biocybernetics of the Vestibular System" by L.R. Young which 

appeared as a chapter in Biocybernetics of the Central Nervous 

System (L. Proctor (ea.), Boston, Little Brown, 1969.) A con- 

trol engineerin'g oriented paper on this subject entitled "A Con- 

trol Model of the Vestibular System" was presented at the In- 

ternational Federation of Automatic Control, Symposium on Tech- 

nical and Biological Problems in Cybernetics, Yerivan, Armenia, 

September 1968. A paper based on this presentation, entitled 

"Current Status of Vestibular Models" by L. R, Young is scheduled 

to appear in Automatica July, 1969. 
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fluid dynamics analysis. The limitations of the torsion pendu- 
lum model of Van Egmond, Groen and Jongkees are examined, and 
a quantitative description of adaptation inaproposed. An oto- 
lith model, responding to linear acceleration forces, is pre- 
sented and shown to agree with perception of tilt and trans- 
lation, eye counterrolling, and electrophysiological data. 
Cross-coupling effects are discussed, including the influence 
of linear acceleration on the semicircular canal. 

An electrical-mechanical analog of this mathematical 

model was reported by L. R. Young at the AGARD Symposium on 

Bionics, Brussels, 1968, abstract given below: 

la+ system was 

rY 

2 5  



cia1 g platforms.  

v e s t i b u l a r  models were p 

papers : 

a t  NEREM ' 68  i n  November, 1968 

and 

Young, L.R., "Ves t ibu lar  Models," presented a t  1969 J o i n t  
Automatic Control  Meeting, Universi ty  of Colorado, Aug.'69. 

I V .  EYE MOVEMENTS 

4.1 Model f o r  Eye Tracking Movements 

Our hybrid model f o r  eye t r ack ing  movements, descr ibed i n  

a previous s t a t u s  r e p o r t ,  has undergone f u r t h e r  development and 

appears t o  exp la in  m o s t  of  t h e  human eye responses observed t o  

f ixed  head t r ack ing  of moving t a r g e t s .  The impl ica t ions  of 

t h e  e f f e c t  of open loop p u r s u i t  t r ack ing  i n  t e r m s  of neuro- 

phys io logica l  func t ion  are being explored. The c u r r e n t  hybrid 

model i s  shown i n  F igure  3 . A r e p o r t  on t h i s  model was given 

i n  t h e  paper e n t i t l e d  "A Hybrid Model f o r  Eye Tracking Movements" 

by Young, Van Hou and F o r s t e r  a t  t h e  2 1 s t  Annual Conference 

and Biology, Houston, Texas, 

e ef of 

f -  

f n f i x a  
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a b i l i t y  and t h e  r e l a t i v e  advantages i n  t e r m s  of ' s ta t ic  and dy- 

namic v i s u a l  a c u i t y  f o r  space-s tab i l ized  versus  vehic le -s ta -  

b i l i z e d  d i sp lays .  

4 . 3  E f f e c t s  of Voluntary Limb Motion on P u r s u i t  Eye Movements 

A new form of i n p u t  t o  t h e  eye movement system, depending 

upon n e i t h e r  v i s u a l  nor  v e s t i b u l a r  cues,  has  been t h e  s u b j e c t  

f o r  s tudy  i n  t h e  M.I.T. Psychology Department. I n  our labor- 

a t o r y ,  D i l i p  Mathur has extended t h e  experiments on t h e  limb 

movement i n p u t  t o  t h e  oculomotor system. 

Steinbach has shown t h a t  t r ack ing  i s  more p r e c i s e  when t h e  

t a r g e t  i s  moved by t h e  s u b j e c t  r a t h e r  than i f  it i s  moved inde- 

pendently of h i s  c o n t r o l ,  i n d i c a t i n g  t h a t  t h e  oculomotor sys- 

t e m  has  access  t o  t h e  e f f e r e n t s  t h a t  moves t h e  t a r g e t ,  and 

t h a t  t h e  u s e f u l  information i n  t h e  e f f e r e n t  s i g n a l  i s  concerned 

with t h e  self-moved t a r g e t ' s  absolu te  v e l o c i t y  and acce le ra t ion .  

H e  f u r t h e r  has shown t h a t  t h e  p u r s u i t  eye movement system has a 

propr iocept ive  i n p u t  from t h e  arm. T o  determine whether it i s  

hand v e l o c i t y  o r  fo rce  t h a t  d r i v e s  t h e  p u r s u i t  system, a com- 

par i son  w a s  made between t r ack ing  performances under two con- 

d i t i o n s :  t h e  f i r s t ,  where t h e  information a v a i l a b l e  t o  t h e  

oculomotor system was propr iocept ive  and e f f e r e n t  v e l o c i t y  

information ( t h e  t a r g e t  was c o n t r o l l e d  by a subject-moved posi-  

t i o n  s t i c k ) ,  and t h e  second, where t h e  information a v a i l a b l e  

was propr iocept ive  and e f f e r e n t  fo rce  information ( t h e  t a r g e t  

was c o n t r o l l e d  through a f ixed  fo rce  s t i c k . )  It was c l e a r  

from t h e  eye movement records  t h a t  t r ack ing  performance, 

judged on t h e  b a s i s  of la tency  and saccades,  was consider- 

ably s u p e r i o r i n  t h e  f i r s t  case, i n d i c a t i n g  t h a t  f o r c e  informa- 

t i o n  i s  a poor d r i v e  f o r  t h e  p u r s u i t  system. T o  de te rmine  i f  
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force information i s  used a t  a l l ,  the  experiment w i t h  the  

f o r c e  s t i c k  w a s  repea ted  w i t h  t h e  v i s u a l  information a v a i l a b l e  

reduced t o  a marginal l e v e l  by d i sp lay ing  a s t roboscopic  t a r g e t .  

I n  t h i s  s i t u a t i o n  t h e r e  w a s  no p u r s u i t  t r ack ing ,  thus  d e l i n e a t i n g  

t h a t  it i s  hand v e l o c i t y  and n o t  f o r c e  t h a t  d r i v e s  t h e  p u r s u i t  

system. The c o n t r o l  experiment of displacement s t i c k  c o n t r o l  

and s t roboscopic  d i s p l a y  has no t  y e t  been performed. 

4 . 4  Non-Linear Aspects of Compensatory Eye Movements 

A number of i n t e r e s t i n g n o n - l i n e a r i t i e s  i n  t h e  eye move- 

ment system have been observed b u t  n o t  t r e a t e d  i n  d e t a i l .  For  

example, it has been shown t h a t  the  peak v e l o c i t y  of saccad ic  

eye movements i s  g r e a t e r  when moving from a secondary t o  a 

primary p o s i t i o n  than vice-versa  over t he  same angular  t r a v e l .  

S imi l a r ly ,  i n  d i scuss ing  t h e  anti-compensatory f l i c k s  a s soc ia t ed  

with a r ap id  head movement, Jones suggested t h a t  t hese  occur 

t o  s t r e t c h  t h e  compensating muscles f o r  f a s t  ves t ibu lo-ocular  

compensation and e a r l y  f i x a t i o n .  I f  t h e  s t r e t c h i n g  of an 

agon i s t  ex t ra -ocular  muscle serves  t o  d e l i v e r  h igher  f o r c e  and 

consequently g r e a t e r  v e l o c i t y  t o  the  eye i n  t h e  forthcoming 

eye motion, then t h i s  should a l s o  be apparent  i n  o p t o k i n e t i c  

nystagmus. D i l i p  K.  Mathur performed s o m e  prel iminary experi-  

ments i n  t h i s  area. The method used w a s  t o  compare o p t o k i n e t i c  

nystagmus records under condi t ions  which s t r e t c h e d  t h e  compen- 

s a t i n g  muscles t o  varying degrees: w i t h  t h e  head turned away 

from t h e  t a r g e t  sc reen  a t  d i f f e r e n t  angles .  

Jones '  r e s u l t s  show t h a t  when t h e  angular  v e l o c i t y  s t e p  

is l a r g e  enough t o  produce a f i f t e e n  degree stretch i n  t he  

leading d i r e c t i o n ,  v e s t i b u l a r  nystagmus has high,  s l o w  phase 

v e l o c i t y  and the  sweep of t h e  eyes i s  la rge .  However, when the  
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angular  v e l o c i t y  s t e p  i s  s o  l a r g e  as t o  produce a s t r e t c h  of 

approximately 4 5  degrees ,  nystagmus i s  i n h i b i t e d  f o r  s e v e r a l  

seconds. I t  w a s  t h e r e f o r e  expected t h a t  i f  s t r e t c h i n g  is  

conducive t o  f a s t  compensation, then a t  l o w  stretch,  approxi- 

mately 15 degrees ,  o p t o k i n e t i c  nystagmus performance would i m -  

prove over  t h a t  a t  no s t r e t c h ,  and t h a t  a t  high stretch angles  

it would again dec l ine .  Given a s i t u a t i o n  where a pu l se  t r a i n  

was moving ac ross  a screen  a t  a speed he w a s  ba re ly  ab le  t o  

follow, the  s u b j e c t ' s  o p t o k i n e t i c  nystagmus records showed 

t h a t  t r ack ing  performance ( i n  t e r m s  of picking up a pu l se  and 

following it across  t h e  screen)  improved as the s t r e t c h  angle  

increased  from 0 t o  20 degrees.  

V. CYBERNETICS 

Under t h e  g e n e r a l  t e r m  cyberne t ics  w e  include a number 

of i n v e s t i g a t i o n s  of b a s i c  problems of manual con t ro l ,  human 

behavior,  and man-machine systems, which a r e  n o t  i rmedia te ly  

app l i cab le  t o  t h e  manual c o n t r o l  problem. 

5 .1  Self-organizing Systems 

Self-organizing systems a r e  systems which change t h e i r  

s t r u c t u r e  when the i n p u t  o r  p l a n t  changes under the  condi t ions  

where t h e  c o n t r o l l e r  has never previously experienced t h i s  

change ( t h i s  l a t t e r  i s  i n  c o n t r a s t  t o  s e l f - adap t ive  systems.) 

Some of t h e  important  p r o p e r t i e s  of these systems, a l s o  known 

as s e l f - l e a r n i n g  systems and systems wi th  a teacher ,  are in-  

volved w i t h  t h e  concept of i t s  h ie rarchy .  

Pitambar B. Mirchandani has begun i n v e s t i g a t i o n s  i n  t h i s  

a r ea ,  consider ing a t  f i r s t  the  concept of mul t i - l eve l  perfor-  

mance i n d i c e s  and coord inab i l i t y .  A t  each l e v e l  of t h e  con- 

t r o l l e r  h ie rarchy  a performance index i s  a v a i l a b l e  which domi- 
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n a t e s  t h e  lower l e v e l  performance ind ices .  Coordination i s  de- 

f i n e d  a s  the d e c i s i o n  problem of a c o n t r o l  u n i t  imbedded i n  t h e  

se l f -organiz ing  system. A system i s  s a i d  t o  be coordinable  i f  

the lower l e v e l  c o n t r o l  problem can be inf luenced so t h a t  t h e  

o v e r a l l  o b j e c t i v e  i s  achieved. More simply, a two l e v e l  sys- 

t e m  i s  coordinable  i f  t h e  s a t i s f a c t i o n  of the sub-goal ( l o w e r  

l e v e l  performance index maximized) a lso s a t i s f i e s  t h e  primary 

goa l  (higher level performance index.)  The s tudy of s e l f -  

organizing systems both from t h e  p o i n t  of view of advances 

i n  c o n t r o l  and understanding t h e  human se l f -organiz ing  con- 

t r o l  na tu re  i s  a new depar ture  f o r  us a t  t h i s  t i m e .  

5 .2  "Learning Automata" Based on Phys io logica l  P r i n c i p l e s  

S y o z o  Yasui has begun looking i n t o  t h e  problem of automata 

based on extremely l a r g e  numbers of e s s e n t i a l l y  i d e n t i c a l  neu- 

ron-l ike elements i n  hope of making some progress  i n  t h e  study 

of p r imi t ive  i n t e l l i g e n t  func t ions  such as memory, learn ing ,  

adapta t ion ,  and decision-making t h a t  can be observed i n  t h e  

behavior of animals.  T h i s  approach i s  i n  c o n t r a s t  t o  t h e  a r t i -  

f i c i a l  i n t e l l i g e n c e  approach of s p e c i f i c  well-defined func t iona l  

elements and decision-making elements such as considered above 

i n  5.1. The organizing a b i l i t y  r e s u l t i n g  from l a r g e  numbers of 

s p a t i a l l y  and temporar i ly  i n t e g r a t e d  f i e l d  e f f e c t s  of neu ra l  

a c t i v i t i e s  i n  which each element i n  some way a f f e c t s  near ly  

every o t h e r  element i n  t h e  space is  t o  be  considered. T h e  mo- 

t i v a t i o n  f o r  t h i s  work i s  three-fold:  t o  a t tempt  t o  understand 

some aspec ts  of b r a i n  func t ion ,  t o  consider  t he  p o s s i b i l i t y  of 

bu i ld ing  a r t i f i c i a l  f i e l d  effect l ea rn ing  automata,  and f i n a l l y  

t o  s tudy s o m e  very i n t e r e s t i n g  and complex n o n - h e a r  systems. 

The obvious advantages i n  terms of r e l i a b i l i t y  and s e l f  r e p a i r  
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of this type of network automata have been dealt with in the 

past. Mr. Yasui is also investigating some properties of 

neural networks and their relationship to visual illusions. 

Rapid Systems Identification . r- 5 . 3  

Rapid reliable identification of changes in control 

systems is an important problem which plagues the adaptive 

control field as well as the manual control area, A study of 

improved techniques to get rapid identification in a suffici- 
I 

ently constrained situation, in which the allowable post- 

failure dynamics were limited to a small number was studied. 

Charles C. Ormsby has been investigating the applicability of 

a method of modulating functions introduced by J. Loeb and 

G. Cahen (IEEE Transactions on Automatic Control, July 1965, 

pg. 359). 

Very briefly, the method of modulating functions consists 

of the following: 

Given the unknown plant and a record of the input and 

the output of the plant over an interval [Tll T21 

that the input y and the output x are related by 

a ssume 

OoX(t) + 0&t) + ... + onx(n) (t) = y(t) (1) 

To find the values of the coefficients 0 a set of i 
modulating functions $.(t) are generated with the property 

that $ and (n-1) derivatives, when evaluated at T1 and T 2 ,  

have the value zero. Multiplying equation (I) by each of the 

3 

j 

$j(t)ls and integrating from T1 to T 2  yields: 
T2 T2 

T1 T1 

O o J  $ .  (t)X(t)dt + O i l  @ .  (t)k(t)dt +.. . 
7 7 

T T2 
2 $ j  (t)Xtn) (t)dt= J 

T1 
O j  (t)y(t)dt +@nST 1 
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Integrating by parts and using the fact that, 

find that 

O 0 /  $j (t)X(t)dt -011 4 .  (t)X(t)dt +. .++On(-l) JT (I!~) (t)X(t)dt= T2 n T2 T2' 

Ti Ti 1 3  
I 

3 

If our set of modulating functions consists of m functions 

Ern L(n+l)] then we are left with a set of rn linear equations 

in (n+l) unknowns which for the case m=n+l can be solved by 

matrix inversion and for the case m>n+l can be solved in a 

least squares sense. 

The most promising feature of the mcthod is that no 

knowledge of the derivatives of X(t) or y(t) are assumed. It 

is a well known fact that when derivatives are taken of 

signals that are corrupted by noise (as we suspect the records 

of X(t) and y(t) will be ) the effect is to greatly magnify 

the noise. On the other hand, when the integral is taken of 

a signal corrupted with noise, as we can consider $I 

or @I. (t)y(t) to be, the effect of the noise is greatly 7 
decreased. 

(t)X(t) 
j 

For the purposes of the present research the following 

relationship between X(t) and y(t) was assumed 
* I  

OoX(t) + O1X(t) + 02x (t) = y(t) - 
in which O O l 0 l  and O 2  may undergo a step change in the para- 

meters. Results indicate that the occurrence of some failure 
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(change in parameters) could be detected with about .25 seconds 

of data and a very good estimation of the actual plant para- 

meters could be made with between .50 and .75 seconds of data. 

To translate this feasibility into a more practical and 

challenging application, the roll dynamics of the Bell X-14A 

VTOL aircraft in the hover mode were selected as a basis for 

the study of this method of identification. The system is the 

same as used by Phatak,(USCEE Report 277, On the Adaptive 

Behavior of the Human Operator in Response to a Sudden Change 

in the Control Situation, by Ani1 Q. Phatak). The following 

four parameter model of the human operator dynamics was chosen: 

eFST stick output s + z  = .K(- 
error displayzd S + P  

where for the steady state configuration the following para- 

meters were used: 

K = 8.0 T = 0 . 4  
z = 3 . 0  p = . 0 5  

The input to the plant consisted of the sum of six non- 

harmonic sine waves at .157, .262, .393, .602 ,  ,969, and 1.49 

radians/sec. 

In the steady state situation the plant can be approximated 

There are three basic post failure configura- as a gain, 

tions. The first can be approximated as K l / s  and occurs when 

the attitude augmentation fails to zero feedback. The second 

can be approximated by K2/s2 and occurs when both attitude 

and rate feedback fail to zero. The third failure is the same 

* 

as the first except the attitude feedback fails to a constant 

non-zero value. 
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The system described above has been simulated using the 

IBN System/360 Continuous System Modeling Program (CSMP). 

Initial difficulties were encountered ir: identification of 

the plant dynamics due to the fact that the plant being iden- 

tified was of higher order than the assumed model, This 

problem has finally been resolved very simply by modeling the 

higher order dynamics as a delay. Identifications have been 

made with .75 seconds of data. An "identification" in this 

program consists of four numbers which correspond to the thetas 

in the following expression: 

C(t) + 04= Olrn(t> + 02i(t) + 03; (t) 

where Osidentifies the degree of "hard" failure in the third 

failure configuration described. 

A perfect identification in the case of attitude and rate 

augmentation failure (case number two) would be: 

01 = 0.0, 02 = 0.0, 0 3  = .0218, 0 4  = 0.0 

The worst deviation from the above over 3/4 seconds of 

data is given below: 

01 = ,001, 02 = .0004, 0 3  = .0215, 0 4  = .0022 

Current research is centered on identification of the 

other modes of failure which will probably be accomplished in 

a similar way by modeling the higher order dynamics with a 

delay. 

Research this summer will center on an evaluation of the 

effects of noise, the effect of errors in the entries of a 

matrix on the entries of its computed inverse (matrix inver- 

sion is needed in this identification scheme), and on the 
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implementation of this identification routine in an ada 

system which will change the autopilot conf 

controlling strategy of the human r 

is appropriate 

D. K. Mathur worked on a speech recognition scheme that is 

a variation of the "distinctive feature" philosophy commonly 

applied to individual phonemes. An attempt was made to identify 

the distinctive features of entire words and not just their 

constituent phonemes. This kind of speech recognition system 

would be capable of selecting a word from a limited lexicon. 

This scheme envisaged applications such as providing a command 

vocabulary for an astronaut maneuvering in space outside his 

vehicle, or, more generally, a command vocabulary for a 

computer. 

5.5 Circadian Rhythms 

Dr. Ani1 Phatak has begun a study of circadian rhythms, 

characterized by cycles which are present in a "constant" envir- 

onment with an "almost" 24  hour period. The understanding of 

circadian rhythms is of interest not only from a scientific 

point of view, but also for several practical aerospace 

e but two, jet transport pilot crossing 

es each fli ut in a space cap- 

sule or on another body lose their no ndogenous synchro- 

nizer to a 
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period cycle to an exact 24 hour period. Any periodic environ- 

mental agent which serves to entrain a cir Per 

in 

primarily used variations of the 

forcing function of the form: 
m . .  .. 

y + fCyly + g(y)y = h(XtXtX) 

where y(t) is the variable whose periodicity is being monitored 

and x(t) is the environmental entraining agent. 

The mathematical analysis goes into determining the nature 

of self-sustained oscillations and the fre ncy of entrainment. 

Effects of input intensity have also been studied. 

The principal criticism of these models is that even though 

they explain qualitatively the general phenomenon of entrain- 

ment of a no linear oscillator by an external forcing €unction 

there is no attempt to compare madel predictions with actual 

data quantitatively. Also the del is a black box equivalent 

to a multivariable siological system - hence any insight 
into the underlying bi a1 mechan is hard to achieve, 

Unfortunately, too much effort in the past has go 

studying and analyzing circadian rhythms of behavioral vari- 

ables such as running activity of rats a 

be more val 

f late on the effects of li 

he Pineal in rats. Also the effects 

much att 
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VI. NEUROMUSCULAR AND POSTURAL CONTROL 

We have for some time performed experiments on and analyzed 

manual control situations in which a man stabilizes a vehicle 

using combinations of visual, tactile, and vestibular cues, We 

have turned to a study of man's stabilization of his own body 

based on these same cues, but using his own musculature to 

provide the appropriate torques. The doctoral thesis work of 

Lewis M, Nashner in this field is described at length in a 

separate progress report under NASA Grant 22-009-025,  June 1 9 6 9 .  

To summarize briefly, Mr. Nashner's thesis seeks to define a 

model which consistently describes posture control responses 

in human subjects, considering primarily control actions about 

the ankle joints. Particular emphasis will be placed on: 

1. 

2. 

3 .  

determining the basic sensory-motor feedback loops 

and their properties 

describing the modes of interaction among these 

feedback loops and describing how they adapt to 

disturbances and varied posture control tasks 

suggesting possible correlations between the re- 

sulting model and the actual physiology 

The research will be primarily experimental. A platform, 

capable of measuring posture responses and initiating probes 

and disturbances, will be used to observe human subjects 

under varied posture control tasks. Analytical techniques 

will be developed to determine the sources of the measured 

responses and to begin to define the properties of the sensory 

feedback loops. 
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In order to explore the physiological modes of controlling 

posture, the experiments will observe both normal subjects and 

those with pathologies affecting posture control. As an impor- 

tant product of the research, applications of the results to 

clinical diagnosis and treatment of these pathologies will be 

considered, / 

6.2 Neuromuscular Models 

It has become increasingly evident that many problems of 

theoretical and practical interest in manual control and 

manipulation require a fuller understanding of the control 

characteristics of the human neuromuscular system in tracking 

tasks. We are interested particularly in the dual role of 

postural contra1 (regulation against disturbances) and closed 

loop manual tracking tasks. John Allum has been devoting his 

efforts to improvements of the neuromuscular models consistent 

with the known physiological data, 

Neuromuscular physiology was extensively investigated in 

order to analyze critically past efforts in neuromuscular 

modeling and provide a basis for extending the work of the 

Man-Vehicle Laboratory in this area. The emphasis in the pre- 

sent work is to describe the peripheral motor system in its: 

1. general structure, 

2 .  modes of adaptation within the general structure, 

3 .  control loops activated by higher level commands, 

4 .  criteria by which control is allocated among the 
control loops. 

The area of the model is constrained to be inclusive of 

the motoneuron pool in the spinal column and peripheral to it; 

that is,the muscle system. The model control loops are closely 
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related to the function of actual nervous tracts. 

A majdr purpose of the model will be to provide a 

control analog for human tracking respons 

transient inputs during t e 

provide valuable insights into the functional sign 

motor system nervous tracts. 

The model has been defined with three types of control 

patterned by switching operations in the motoneuron pool. 

These control modes are: 

1. a quasi-linear stage, corresponding to a minor track- 
ing error reduction phase, \ 

2 .  an adaptation among quasi-linear phases, 

3 .  a non-linear phase representing control in cases 
of large random excursions of the musculature. 

The object of the current research is to determine how 

the nervous system uses incoming sensory signals from limbs 

and the visual system to structure its commands to spinal reflex 

centers for each of the three control modes defined above, 

The components considered in a simplified model of neuro- 

muscular dynamics consist of: 

1. The force transducer - the'extrafusal fibers, the 
limb and stick dynamics, 

2. The muscle length, and a muscle length and muscle 
velocity feedback system - the muscle spindle system. 

3 .  The muscle feedback system - the Golgi tendon organ 
feedback system. 

4 .  The joint angle feedback system - joint proprio- 
ception, 

5. rea - the interneur- 

Allu 

which he intends to simulate 2nd test its sensitivity to 
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model parameters given in the literature. A series of human 

tracking experiments for the ''critical task" [k/ ( s - X )  1 are 

planned using free, restrained and force sticks, In addition 

to the normal tracking of the pseu 

will be subject to pseudo-random sig 

subject to pseudo-random pertubations in position or force. It 

is hoped to obtain the postural reaction parameters of the arm 

in a situation of active tracking by these experiments. 

6 . 3  Extravehicular Stabilization From Postural Signals . .. -" .. . . . . . 

The variety of postural control signals which have been 

proposed for use in a free and "natural" attitude control system 

for extravehicular activity have been reviewed in connection 

with our life support work. L. C .  Von Renner has been studying 

one particular liew concept for attitude stabilization and 

control of an astronaut outside his space vehicle. Experiments 

are currently in progress to determine the feasibility of using 

the astronaut's head motion as an actuator for a portable 

attitude control system. The concept for this system stems 

from our work on the human vestibular system and space orienta- 

tion, in which it is clear that all the postural control loops 

act to stabilize the head and body in space. Thus a system 

which would drive the astronautls trunk to a given position 

with respect to his head should be quite satisfactory. The 

astronaut could command a turn by turning his head in the 

desired direction. 

Two approaches to this "head tracking" EVA attitude con- 

trol system are being considered. The first relies upon the 

voluntary muscle contraction in the neck corresponding to 

head movement. Muscle activity detected by surface electrodes 
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yields an electromyogram of the type used in prosthetic devices 

to achieve more natural input response 

amputee. We are cu 

and have been filte 

We plan to experiment with control of pseudo-random disturbances, 

'first in a fixed base experiment and then using our moving base 

simulators to approach the EVA situation with the exception of 

weightlessness, The principal problems in this approach are 

the separation of neck muscle recordings into roughly uncoupled 

pairs and the choice of the control mode among proportional, rate 

or some combination thereof. The second approach is the direct 

measurement of head movements with respect to the neck using 

potentiometers or resolvers linked to the helmet. This system 

is obviously feasible but would have the disadvantage of 

requiring additional hardware. 

VII. LIFE SUPPORT IN UNUSUAL ENVIRONMENTS 

Under a separate grant, (NGR 22-009-312) ,  the Man-Vehicle 

Laboratory has been studying a number of life support projects, 

emphasizing those promising areas of biotechnology which are 

appropriate for future university research projects. During 

this past year a summary of the research needs in the area of 

radiation and magnetic field effects on the nervous system was 

produced (Man-Vehicle Laboratory Report M V L S  69-1 ) .  The other 

areas which received considerable attention are trace contamin- 

ant monitoring, extravehicular propul 

egenerative a 

LS 69-2, the 

February 1 9 6 9  status report on the above grant. Of these 
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a reas  it is  only t h e  p r o j e c t  on ex t r aveh icu la r  propuls ion 

which t ies  i n  very c l o s e l y  t o  t h e  dynamic space o r i e n t a t i o n  

work which i s  t h e  major theme of t h i s  g r a n t .  

It  i s  i n e v i t a b l e  t h a t  i n  a c l o s e  cooperat ion among 

engineers and l i f e  s c i e n t i s t s ,  p a r t i c u l a r l y  i n  problems of 

understanding human behavior ,  t h a t  medical problems and medical 

app l i ca t ions  of our  research  appear r egu la r ly .  W e  have been 

encouraged both t o  examine t h e  d i r e c t  medical a p p l i c a t i o n s  of 

our  NASA research  and t o  explore  some new c l i n i c a l  a r eas .  

8 .1  Electromyogram Processing and Photographic Displays f o r  
Orthopedic Surgeons 

The a p p l i c a t i o n  of hybrid computer d i sp l ays  i n  c l i n i c a l  

s t u d i e s  has been inves t iga t ed .  S p e c i f i c a l l y ,  i n  t h e  study of 

pa thologica l  movements, t h e  or thopedic  surgeon r equ i r e s  accu ra t e  

information on l i m b  movements and a s soc ia t ed  muscular a c t i v i t i e s  

( E M G ' s ) .  With t h i s  i n  mind it i s  thought u s e f u l  t o  provide t h e  

surgeon with a f i lm  of t h e  s u b j e c t ' s  l i m b  w i th  a measure of EMG 

superimposed d i r e c t l y  over each muscle of i n t e r e s t ,  i n  each 

frame of the  movie f i l m .  Thus f o r  continuous -$iewing o r  frame- 

by-frame a n a l y s i s ,  t h e  surgeon can see exac t ly  which muscle 

group i s  active a t  every phase of a complex motion such as 

walking, and dec ide  upon appropr i a t e  remedies. 

To achieve t h i s  r e s u l t ,  M r s .  8. L. G a l i a n a  has  worked o u t  

a t h r e e  s t e p  process .  

1. T h e  s u b j e c t  i s  f i lmed,  w i t h  a 16mm movie camera, 

w h i l e  a s i g n a l  synchronous wi th  t h e  frame rate and t h e  EMG 

s i g n a l s  broadcas t  from a te lemetry pack around h i s  w a i s t  are 
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t ape  recorded. 

2.  The f i lm  of t h e  s u b j e c t  i s  scanned t o  store on DEC 

Tape t h e  re la t ive  p o s i t i o n s  of t h e  muscles  i n  each fram This 

w a s  done by p r o j e c t i n g  each frame on 

osc i l l o scope  t o  cover an area 6x8cml an 

s t i c k  and a con tac t  switch and s u i t a b l e  hybrid programming 

(PDP-8/GPS-290T), s t o r i n g  each (x ,  y) coord ina te  on DEC Tape. 

3 .  The hybrid computer system w a s  programmed t o  genera te  

a d i sp lay  of ve r t i ca l  vectors on t h e  CRT, covering an a rea  

6x8cm. The length  of each v e c t o r  is  p ropor t iona l  t o  i t s  assoc- 

i a t e d  full-wave-rectified/low-pass-filtered EMG (on t h e  t ape  

recorder )  and i t s  lower p o i n t  i s  pos i t ioned  according t o  t h e  

s t o r e d  coord ina tes  on DEC Tape. The choice of coordinates  and 

EMG a n a l y s i s ' a r e  synchronized i n  t i m e  using t h e  frame sync 

s i g n a l  on t h e  tape  recorder .  Simultaneously,  t h e  changing 

d i sp lay  i s  recorded on f i l m  wi th  t h e  16mm camera, where t h e  

camera sync now t r i g g e r s  t h e  beginning of each displayed frame, 

a t  t h e  same frame r a t e  a s  i n  s t e p  1. 

The f i lms  of t h e  s u b j e c t  and d i sp lay  a r e  s e n t  t o  a photo- 

graphic  labora tory  f o r  superimposi t ion,  t o  produce a f i l m  of 

synchronized d a t a  and movement. W e  are working i n  col labora-  

t i o n  wi th  D r .  Donald Peirce of t h e  Massachusetts General 

Hospi ta l  i n  eva lua t ion  of t h i s  technique. 

The e f f o r t s  of L. Nashner t o  develop a model f o r  nervous 

system p rocess i  of information and adap ta t ion  involved i n  

p o s t u r a l  c o n t r o l  has been d iscussed  above. Once having 

achieved a model f o r  normals i n  t h e  simple t a s k  of c o n t r o l  
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about the  ankle  j o i n t ,  it w i l l  of cou be of cons iderable  

t t o  observe t h e  

p a t i e n t s  w i t h  

d 

by ourcompliant servo-driven p l a t f o  

v e s t i b u l a r  sensory modalit ies.  

8 . 3  Diagnosis of Diabetes Mel l i t u s  

Ifn research sponsored p r i n c i p a l l y  by t h e  Nat ional  I n s t i -  

t u t e s  of Health,  D r .  Ani1 Phatak has been i n v e s t i g a t i n g  t h e  

e t io logy  of t he  d i s e a s e  diabetes m e l l i t u s  from t h e  system 

theory p o i n t  of view. 

Diabetes is a d i s e a s e  cha rac t e r i zed  by a gradual  d e t e r i -  

o r a t i o n  of t h e  endocrine apparatus  t h a t  maintains  glucose 

regula t ion .  There are widespread biochemical abnormal i t ies  

i n  metabolism b u t  t h e  fundamental d e f e c t  t o  which most of t h e  

abnormali t ies  can be traced i s  an impairment of t h e  mechanism 

which c o n t r o l s  t h e  ra te  of i n s u l i n  r e l e a s e  and syn thes i s  by 

the  b e t a  cells  of t he  pancreas.  The key f e a t u r e s  of i n s u l i n  

def ic iency  a r e  : 

1. decreased p e r i p h e r a l  u t i l i z a t i o n  of glucose and 

2. increased  h e p a t i c  gluconeogenesis and glycogenolysis 
( o r  decreased n e t  h e p a t i c  uptake of glucose)  

The r e s u l t i n g  symptoms a r e  hyperglycemia, po lyu r i a ,  poly- 

d i p s i a ,  weight loss d e s p i t e  polyphagia,  g lycosu r i a ,  ketosis ,  

a c i d o s i s ,  coma and eventua l  death.  The only way t o  r eve r se  

t h i s  t r e n d  known a t  t h e  p re sen t  t i m e  is  t h e  admin i s t r a t ion  of 

exogenous i n s u l i n .  
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Both oral  and intravenous glucose t o l e r a n c e  tests i n d i c a t e  

t h a t  t h e  p r i n c i p a l  d 

jects is  i n  t h e i r  p a n c r e a t i c  be t  

respond i n s t a n t l y  t o  

cells r e a c t  s lugg i sh ly .  Thus d i abe te s  m e l l i t u s  i s  fundamentally 

t h e  r e s u l t  of d e f i c i e n t  i n s u l i n  s e c r e t i o n ,  b u t  one of r a t e  

rather than  magnitude i n  t h e  i n i t i a l  stage of t h e  d i sease .  

Early d i abe te s  progress ive ly  becomes worse over t h e  years  and 

r e s u l t s  i n  chronic  d i abe te s  where t h e  endogenous source of 

i n s u l i n  g e t s  depleted.  

If d iabe te s  i s  de tec t ed  a t  an e a r l y  s t a g e ,  t hen  i t  can 

b e  c o n t r o l l e d  by t rea tment  w i t h  exogenous i n s u l i n .  I n  r ecen t  

years it has been suggested t h a t  i n  a he red i t a ry  d i s e a s e  l i k e  

d i abe te s  m e l l i t u s ,  the! manifest  s t a g e  of t he  d i so rde r  ought to  

be preceeded by a phase unrevealed by t h e  conventional o r a l  o r  

intravenous glucose to l e rance  tests. This"s i1ent"  s t a g e  which 

covers the  per iod from b i r t h  t o  t h e  moment when in to l e rance  t o  

glucose can be demonstrated,  has been termed "prediabetes"  

o r  "d iabe tes  premel l i tus"  . 
Recently a new type of glucose t o l e r a n c e  tes t  called t h e  

glucose i n f u s i o n  tes t  (GIT) has been developed i n  which a 

prolonged glucose in fus ion  r a t h e r  than  a s i n g l e  dose of glu- 

C i s  given t o  s u s t a i n  a e or cons t an t  hyperglycemia 

i n  o rde r  t o  s t i m u l a t e  t h e  beta cells s t rong ly .  T h i s  w a s  based 

p r i n c i p l e  i n  n i c a l  endocrinology t h a t  decreas- 

strated i f  t h e  g l an  heavi ly  s t imu la t ed  and i n  the case  of 
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t h e  pancreas t h i s  s t imulus  i s  obviously glucose.  Using t h i s  

procedure it w a s  demonstrated t h a t  d i abe te s  had a s l o w ,  delayed 

and decreased i n s u l i n  response t o  g lucose  i n f u s i o n  i n  c o n t r a s t  

t o  t h e  r ap id  and marked response i n  m o s t  of  t h e  hea l thy  sub- 

jects. However, a s m a l l  number of t h e  l a t t e r  wi th  a normal 

intravenous glucose t o l e r a n c e  had an i n s u l i n  response s i m i l a r  

t o  t h a t  of t h e  d i a b e t i c  s u b j e c t s .  I t  w a s  t h e r e f o r e  suggested 

t h a t  t h e s e  apparent ly  hea l thy  s u b j e c t s  might be p r e d i a b e t i c s .  

A computer model has been b u i l t  a t  t h e  Research I n s t i t u t e  

of National Defense ,  Stockholm, t o  model t h e  g lucose- insu l in  

r e l a t i o n s h i p  i n  a glucose i n f u s i o n  t es t .  A change i n  cer ta in  

dynamic parameters from t h e  normal ranges i s  used as an ind ica-  

t o r  of pred iabe tes .  The model, however, is no t  physiologic  i n  

d e t a i l ;  hence, any p red ic t ions  using such a model must be 

i n t e r p r e t e d  with ca re .  The model i s  obtained by making a n a l y t i c  

assumptions on t h e  form of t h e  dynamics of t h e  pancreas,  h e p a t i c  

uptake,  g lucosu r i a ,  etc. ,  and making a leas t - squares  f i t  t o  

da ta .  

A major cr i t ic ism of a l l  t h e  t h r e e  glucose to l e rance  

tests is  t h a t  they a r e  no m o r e  than  phys io logic  equiva len ts  of 

black box model concepts.  One may be a b l e  t o  design many such 

tests which show s i g n i f i c a n t  d i f f e sences  i n  response between 

normal and d i a b e t i c  s u b j e c t s ;  however, no i n s i g h t  i s  gained i n  

t h e  phys io logica l  apparatus  and i t s  imbalance t h a t  causes 

d i abe te s  m e l l i t u s .  A l s o  t h e  emphasis i n  a l l  t h e s e  s t u d i e s  i s ,  

perhaps r i g h t l y  so,  on t h e  s i n g l e  hypoglycemic-hormone i n s u l i n .  

The remaining hyperglycemic hormones namely, growth hormone, 

glucagon, epinephrine,  c o r t i c o s t e r o i d s  and thyro id  hormone 
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have been neglec ted ,  w i t h  t h e  except ion  of some s t u d i e s  on 

insul in-growth r e l a t i o n s h i p  ( N o  mention has  been made he re  

of p r o i n s u l i n ,  t h e  p recu r so r  t o  i n s u l i n  as t h a t  opens up a 

whole new set  of ques t ions .  Any d e t a i l e d  s tudy  of t h e  e t io logy  

and pathogenesis  of d i a b e t e s  m e l l i t u s  cannot  ignore  t h i s  

a spec t . )  Recently a t h e o r e t i c a l  framework of a non-linear 

model f o r  g lucose  r e g u l a t i o n  inco rpora t ing  s i x  hormones and 

carbohydrate ,  p r o t e i n  and f a t  metabolism has been proposed. 

I n  D r .  Pha tak ' s  op in ion  such a t a s k  i s  u l t i m a t e l y  d e s i r a b l e  

and worth a t tempt ing  exper imenta l ly .  Unfortunately,  wi th  t h e  

p re sen t  s t a t e  of t h e  a r t  i n  measuring phys io log ica l  v a r i a b l e s  

one i s  forced  t o  s tudy s impler  though cons t ra ined  models. I t  

would be desirable t o  q u a n t i f y  t h e  d i f f e r e n c e s  between i n s u l i n  

responses  t o  o ra l  versus  in t ravenous  g lucose  inpu t s  and t h e  

reasons t h e r e f o r e ,  such as t h e  presence c r  absence of e n t e r i c  

hormones such as "gut"  glucagon. Above a l l  it would be  

i n t e r e s t i n g  t o  experiment w i t h  perfused pancreas and t r y  t o  

model t h e  dynamics of i n s u l i n  s y n t h e s i s  and release t o  g lucose  

s t imulus .  If one i n s i s t s  on cont inuing  wi th  t h e  g lucose  

t o l e r a n c e  tests then  t h e  use  of manual o r  automatic  feedback 

c o n t r o l  techniques should be made t o  g i v e  a r e p e a t a b l e  and 

known g lucose  i n p u t  a t  t h e  plasma g lucose  l e v e l ,  such as a 

s t e p  o r  ramp change i n  plasma glucose.  One may then  b e  able 

t o  use  e x i s t i n g  c o n t r o l  theory background for system i d e n t i f i -  

c a t i o n .  
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8.4 Ves t ibu la r  Diagnostics 

W i t h  t he  a d d i t i o n  of neu ro log i s t  D r .  Alfred W e i s s  t o  the  

labora tory  s t a f f ,  w e  expect t o  apply s o m e  of our  v e s t i b u l a r  

t e s t i n g  procedures t o  t he  problem of diagnosing v e s t i b u l a r  

d i so rde r s .  I n  p a r t i c u l a r ,  w e  would l i k e  t o  concent ra te  on 

the  use of "phys io logica l  s t i m u l i "  a v a i l a b l e  by any v a r i e t y  

of motions i n  ou r  s e v e r a l  moving base s imula to r s ,  t o  augment 

and i n  some cases supplant  the  c a l o r i c  tests which a r e  fre- 

quent ly  used. 
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X. FACILITIES 

Tnree major research facilities were added during this 

year: 

A general purpose experimental apparatus for studies of 

postural control was designed and built. This device permits 

simulation of any type of active or passive restraint against 

the feet while measurements of ankle angle, torque, and muscle 

activity are recorded. 

A Link GAT-1 maving base flight simulator was purchased 

and is being integrated with our hybrid computer to permit 

tnree axis angular motion simulation of any vehicle. It will be 

used for control and display evaluation, manual control, and 

vestibular testing, and complements our existing simulators, 

We have been using the Adage AGT-30 Computer Graphics 

Terminal in the Llectronic Systems Laboratory for VTOL display 

research. We plan to install a remote console to permit 

'%flying" the displays in the simulators in our laboratory. 

Our hybrid computer system has been somewhat expanded. 
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